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DESCRIPTION

SpECtite GF DPC consists of a 60g/m² reinforced

fibreglass base coated on both sides with modified

bitumen and covered with polyethylene film to

prevent sticking in the roll. It provides a barrier to the

passage of moisture from one area of the structure

to the next.

TYPICAL USES

SpECtite GF DPC is suitable for use in the 

following areas:

• As damp proof course for block work, brick work

and stone walls.

• As the lower layer(s) of build-up roofing.

• As vapour barrier under roof insulation.

STANDARDS

SpECtite GF DPC complies with the requirements

of BS 6398 Type B.

TECHNICAL DATA

Roll Width       100mm - 300mm& 1m*

Roll Length 10m

Thickness 3mm

Weight

(BS 6398) 4.25 kg/m² 

Cold Pliability

(ASTM D146) No cracking a 0°C 

Tensile Strength

(ASTM D-146)      1.90/2.30 N/mm² 

Ult. Elongation

(ASTM D-146)      >10%

Loss on Heating

(ASTM D-146)      0.27% at 105°C

*Special sizes available on request

APPLICATION 

As DPC for Block Work

DPC should cover the entire width of the wall and

any finishing layers. In exterior walls it should

extend by 5mm beyond the external finish. Lay the

DPC over the first course of the block work

clearing the ground level, sandwiched between

mortar layers. Where laps are needed, these must

be at least 100mm wide and sealed with a cold

applied bituminous adhesive.

As Vapour Barrier/Roofing

Substrate shall be clean, smooth and solid, with any

cracks and holes filled and protrusions removed.

Bonding asphalt, type 85/25 or type 115/15, shall

conform to BS 3690: Part 2 or ASTM D 312, used

according to the particular climate and the

inclination of the roof.

APPLICATION TEMPERATURE

5°C to 45°C

PACKAGING & STORAGE

SpECtite GF DPC is supplied in 10m long rolls at

the standard widths mentioned above. Special

widths can be cut from the 1m wide rolls to suit.

Store the membrane in the upright manner under

shade and off the ground.

HEALTH & SAFETY

There are no direct health hazards associated with

SpECtite GF DPC. Normal precautions for hot

applied bituminous and volatile substances should

be observed for roof applications.

GLASS FIBRE BASED DAMP PROOF COURSE

A  B A R D A W I L  C O M P A N Y



SPECIALITY ENGINEERING CHEMICALS
PO Box 61347, Dubai, United Arab Emirates. Telephone: +971 4 883 6662, Fax: +971 4 883 7696

E-mail: info@spec.ae; Skype ID: spec.sales
www.spec.ae

Whilst the information and/or specifications given are, to the best of our knowledge, true and accurate, no warranty is given or implied in connection with any 
recommendations or suggestions made by us, our representatives, agents or distributors as the conditions of use and labour involved are beyond our control.

If it is proven that the product does not perform as described in our TDS, SpEC’s liability extends solely to the free replacement of product, once the claim has 
been accepted after due investigation by SpEC. SpEC will not entertain any claims involving any form of consequential costs or damages such as shipping 

costs, custom duties, damages to third parties, damages to structures, penalties from delay of a project or any other form of consequential damage.

Issue 2: 10/2017

QA-054


